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Wi}55 Features
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A% . G%3000PCS

Tpical 2.5 x 2.0mm SMD package
Temperature Sensing Crystals
Packing:Tape&Reel,3000 pcs per Reel

MRS Electronic Specification

BS Type TSX 2520
SRSEE Frequency Range 12 ~ 54 MHz
$R{R Frequency Tolerance (at 25° C) + 10 ppm, or specify
$iZFEEM Frequency Stability Over Operating Temperature Range + 10 ppm , or specify
230 BEXEA Equivalent Series Resistance(ESR) 100 Q Max
TERESEE Operating Temperature Range —-30 ~85° C or specify
FEEEZR Shunt Capacitance (CO) 3 pF Max.
HEHTHE Drive Level 1~ 200 uW (50 uW typical)
FEEA Load Capacitance 8 pF, 10 pF, 12 pF, or specify
FEMUE Aging (at25° C) + 3 ppm/first year Max.
fE77RESERE Storage Temperature Range —40 ~+85° C
ETEEPBAEE R Thermistor Resistance (25° C) 100kQ + 1%
ETE A B-H % Thermistor B-constant (25~50° C) 4250kQ + 1%

WS EPE Equivalent Series Resistance(E.S.R.)

SRSl Frequency Range EXEBAESR
12~13MHz 150 Q Max
14 ~30 MHz 100 Q Max
30~ 54 Mhz 60 Q Max

W5MERYT Outline Dimensions(Unit:mm )
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