TCXO 2520 BAMRSHES(TCXO)

W55 Features

FRAER2.5* 2.0k m LR

BEMERERS

HLJREE E1.8 ~ 3.3V

B3, §4%3000PCS

Tpical 2.5 x 2.0mm SMD package

Temperature Compensated Quartz Crystal Oscillators
Supply Voltage: 1.8V ~ 3.3 V.
Packing:Tape&Reel,3000 pcs per Reel

BiREHUE Electronic Specification

S Type TCXO 2520
RSl Frequency Range 13 ~ 52 MHz
2R Output Type Clipped Sinewave
#d f#E Output Load 10K Q /10 pF
&% R0 Oscillation Mode Fundamental
B Supply Voltage 18~33V
HHEBE Clipped Sinewave Output Voltage 0.8 Vp—p typical
Vs. Temperature (- 30~ +85° C) + 0.5/ £ 20 ppm
$iRFaE M Frequency Stability Vs. Load ( Load varies + 10% ) + 0.2 ppm Max.
Vs. Supply Voltage (Vcc = Typical + 0.1V) + 0.2 ppm Max.
SR AR Frequency Tolerance at25° C after 2 Reflows with Typical Applied to Auto Frequency Control Pin + 2.5 ppm Max.
$iZRER% Slope of Frequency Drift +0.1ppm/° CTypical; + 0.5ppm/° C Max.
5178 ESEE Storage Temperature Range —40~ +85° C
B EFISEE Auto Frequency Control (AFC ) Range + 7+ 16 ppm (1.4+1V)
BFE R Supply Current 2.0 mA Max.
JAzNATE] Start-up Time 5ms Max.
&K Harmonics -5 dBc Max.
FEAIRFE Phase Noise at 1 kHz offset —-130dBc/Hz
FELAging (at25° C) + 1 ppm/first year Max.

B5ME!RY Outline Dimensions(Unit:mm )
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