OSC 2520 AEZEBEIREHSE (OSC ) Crystal Oscillator

BiF= Features

FRAR2.5X2.0X1.0mmBEH EREWERELR
3.3V 2.5V 1.8VI{EHE

o $5 27 15 1 6

3. §%1000/2000/3000PCS
Typical 2.5 X 2.0 X 1.0 mm ceramic SMD package
3.3V 2.5V 1.8V Supply Voltage

Tri—State function available

Packing: Tape & Reel, 1000/2000/3000 pcs per Reel

WiRHEE Electronic Specification

A S type 0SC 2520 Unit
- 33 25 18 v
T e JE Supply Voltage Variation(VDD) VDD210% v
S Frequency Range 0.032768,1.25 ~ 125 MHz
T 58 SR Operating Temp.Range —40~125 °C
BIRFAE 14 Frequency Stability +20~ +50 ppm
#yH $aEk Output Load 15 PF
B NE37% Supply Current
32.768KHz 70 Max 66 Max 63 Max mA
1.25MHz ~ 125MHz 35 Max 30 Max 25 Max mA
_EFHTBRATIE] Rise/Fall Time
32.768KHz 50 Max 50 Max 50 Max
1.25MHz ~ 19.99MHz 4 Max 4 Max 5 Max
20MHz ~ 79.99MHz 3 Max 3 Max 4 Max rSec
80MHz ~ 125MHz 3 Max 3 Max 4 Max
2Lk Duty Cycle 45~55 %
BNt E) Start Time 2 Max mSec
7K Out Level
Output Hight(Logic 1) 90%VDD Min
Output Hight(Logic 0) 10%VDD Max v
=Kt Tri-State
Enable (High voltage or floating) 0.7vDD Min y
Disable (Low voltage or GND) 0.3VDD Max
5418837 Standby Current 10 pA
778 Storage Temperature Range —55~125
B45MRY Outline Dimensions(Unit:mm )
o
L I 8 5 &
- N Z)
“ $I
XX. XXX = @ % :
(] N 4 3 PIN Function
1 TOPVIEW 92 o BOTTOM VIEW #1 Tri-State

- 0.9 #0 GND

_T_’.l #3 Output

g . #4 VDD

s C\I

-

SIDE VIEW Suggested Layout




